
Rain hat 

 
 

The height of the free-
standing part is no more 

than 1.5 m from the 
uppermost support. 

 
 
 

 

Rain collar 
 

Fire wool A1-lk, >40 mm 
Insulation height at penet- 

ration area max. 220 mm.

 
 
 

>40 mm 

Distace of outer shell 
from flammeable 
structures 

(x) = 
  Protection of the stove with CE-approved fire protection 
  according to the manufacturer's installation instructions. 
  Teuvan Keitintehdas Oy / Parra sauna products.

 
 
 

 
 
 
 

 
Stainless 

steel 1 mm 

Fireproof Parra grommet + fireplace door: 
3 mm structural steel, ceramic wool 12 mm, 0.8 mm chrome steel jacket, 

25mm air gap, 0.8 chrome steel, 40mm fire wool, 

0.8 chrome steel, partition construction. 

 
 

 
Spark shield or -glass of the fireplace 

 

Water heating 

 

 
min. 125 mm 

 
>0,5m 625  

(x) 
 

Stainless steel 2 * 
1 mm 

Parra heat protective  

           wall 
30 

Parra-fireplace 
stove inside 

sauna 

 
 
 

 
Parra-fireplace stove 

 

 
 Parra heat protective  
 base 

 
(x) 

 
Wood floor protection. 

(possible waterproofing in concrete floor must be 
protected with a reflective sheet under the stove) 

 
 
 
 

Parra-chimney: 

CE-tested, T600-N1-D-VmL20100-G40, EN 1856-1:2009 

- Manufactured according to Finnish Building regulations E3 regulations and instructions 2007. 

- The compatibility of the fireplace and the steel chimney must be checked before installation. 

 
Inner flue pipe rst-1mm, EN 1,4301 

 

 
143 50 

 
305 

Firewood 50 mm, Paroc 140-50-245PL11       

Outer Shell 0,75 mm, galvanized 
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Parra chimney section-view drawing 1:20 

& protective distances 
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ARK        Parra Fireplace stove 

Muutos / Förändring 
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